Environmental Protection Agency

testing reported pursuant to this sec-
tion; except, that a test facility that
has been described in a previous sub-
mission under this subpart need not be
described again but must be identified
as such.

(2) A description of the random com-
pressor selection method used, ref-
erencing any tables of random numbers
that were used, and the name of the
person in charge of the random number
selection.

(3) The following
each test conducted:

(i) The completed data sheet required
by §204.54 for all noise emission tests
including, for each invalid test, the
reason for invalidation.

(ii) A complete description of any
modification, repair, preparation,
maintenance, and/or testing which was
performed on the test compressor and
will not be performed on all other pro-
duction compressors.

(iii) The reason for the replacement,
where a replacement compressor was
authorized by the Administrator, and,
if any, the test results for replaced
COmMpressors.

(4) The following statement and en-
dorsement:

information for

This report is submitted pursuant to sec-
tion 6 and section 13 of the Noise Control Act
of 1972. All testing for which data is reported
herein was conducted in strict conformance
with applicable regulations under 40 CFR
Part 204 et seq. All the data reported herein
are a true and accurate representation of
such testing. All other information reported
herein is, to the best of (company) knowl-
edge true and accurate. I am aware of the
penalties associated with violations of the
Noise Control Act of 1972 and the regulations
thereunder.

(authorized representative)

(d) All information required to be for-
warded to the Administrator pursuant
to this section shall be addressed to Di-
rector, Noise Enforcement Division
(EN-387), U.S. Environmental Protec-
tion Agency, Washington, DC 20460.

(Secs. 6 and 13, Noise Control Act, Pub. L. 92—
574, 86 Stat. 1244 (42 U.S.C. 4912))

[41 FR 2172, Jan. 14, 1976, as amended at 42
FR 41635, Aug. 18, 1977; 43 FR 38705, Aug. 30,
1978]
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§204.57-6 Acceptance and rejection of
batches.

(a) A failing compressor is one whose
measured sound level is in excess of the
applicable noise emission standard.

(b) The batch from which a batch
sample is selected will be accepted or
rejected based upon the number of fail-
ing compressors in the batch sample. A
sufficient number of test samples will
be drawn from the batch sample until
the cumulative number of failing com-
pressors is less than or equal to the ac-
ceptance number or greater than or
equal to the rejection number appro-
priate for the cumulative number of
compressors tested. The acceptance
and rejection numbers listed in Appen-
dix I, Table II at the appropriate code
letter obtained according to §204.57-2
will be used in determining whether
the acceptance or rejection of a batch
has occurred.

(c) Acceptance or rejection of a batch
takes place when a decision is made on
the last compressor required to make a
decision under paragraph (b) of this
section.

§204.57-7 Acceptance and rejection of
batch sequence.

(a) The manufacturer will continue
to inspect consecutive batches until
the batch sequence is accepted or re-
jected. The batch sequence will be ac-
cepted or rejected based upon the num-
ber of rejected batches. A sufficient
number of consecutive batches will be
inspected until the cumulative number
of rejected batches is less than or equal
to the sequence acceptance number or
greater than or equal to the sequence
rejection number appropriate for the
cumulative number of batches in-
spected. The acceptance and rejection
numbers listed in Appendix I, Table III
at the appropriate code letter obtained
according to §204.57-2 will be used in
determining whether the acceptance or
rejection of a batch sequence has oc-
curred.

(b) Acceptance or rejection of a batch
sequence takes places when the deci-
sion is made on the last compressor re-
quired to make a decision under para-
graph (a) of this section.

(c) If the batch sequence is accepted,
the manufacturer will not be required
to perform any additional testing on



§204.57-8

compressors from subsequent batches
pursuant to the initiating test request.
(d) The Administrator may terminate
testing earlier than required in para-
graph (b) of this section based on a re-
quest by the manufacturer accom-
panied by voluntary cessation of dis-
tribution in commerce, from all plants,
of compressors from the configuration
in question: Provided, That once pro-
duction is reinitiated, the manufac-
turer must take the action described in
§204.57-9 (a)(1) and (a)(2) prior to dis-
tribution in commerce of any compres-
sors from any plant of the compressor
category or configuration in question.

§204.57-8 Continued testing.

(a) If a batch sequence is rejected in
accordance with paragraph (b) of
§204.57-7, the Administrator may re-
quire that any or all compressors of
that category, configuration or sub-
group thereof produced at that plant be
tested before distribution in commerce.

(b) The Administrator will notify the
manufacturer in writing of his intent
to require such continued testing of
compressors pursuant to paragraph (a)
of this section.

(c) The manufacturer may request a
hearing on the issues of whether the se-
lective enforcement audit was con-
ducted properly; whether the criteria
for batch sequence rejection in §204.57—
7 have been met; and, the appropriate-
ness or scope of a continued testing
order. In the event that a hearing is re-
quested, the hearing shall begin no
later than 15 days after the date on
which the Administrator received the
hearing request. Neither the request
for a hearing nor the fact that a hear-
ing is in progress shall affect the re-
sponsibility of the manufacturer to
commence and continue testing re-
quired by the Administrator pursuant
to paragraph (a) of this section.

(d) Any tested compressor which
demonstrates conformance with the ap-
plicable standards may be distributed
into commerce.

(e) Any knowing distribution into
commerce of a compressor which does

40 CFR Ch. | (7-1-06 Edition)

not comply with the applicable stand-
ards is a prohibited act.

(Sec. 6, 13, Pub. L. 92-574 (42 U.S.C. 4912))

[41 FR 2172, Jan. 14, 1976, as amended at 42
FR 61455, Dec. 5, 1977; 44 FR 54295, Sept. 19,
1979]

§204.57-9 Prohibition of distribution
in commerce; manufacturer’s
remedy.

(a) The Administrator will permit
the cessation of continued testing
under §204.57-8 once the manufacturer
has taken the following actions:

(1) Submit a written report to the
Administrator which identifies the rea-
son for the noncompliance of the com-
pressors, describes the problem, and de-
scribes the proposed quality control
and/or quality assurance remedies to be
taken by the manufacturer to correct
the problem or follows the require-
ments for an engineering change. Such
requirements include the following:

(i) Any change to a configuration
with respect to any of the parameters
stated in §204.55-3 shall constitute the
addition of a new and separate configu-
ration or category to the manufactur-
er’s product line.

(ii) When a manufacturer introduces
a new category or configuration to his
product line, he shall proceed in ac-
cordance with §204.55-2.

(iii) If the configuration to be added
can be grouped within a verified cat-
egory and the new configuration is es-
timated to have a lower sound level
than a previously verified configura-
tion with the same category, the con-
figuration shall be considered verified.

(2) Demonstrates that the specified
compressor category, configuration or
subgroup thereof has passed a retest
conducted in accordance with §204.57
and the conditions specified in the ini-
tial test request.

(3) The manufacturer may begin test-
ing under paragraph (a)(2) of this sec-
tion, upon submitting such report, and
may cease continued testing upon
making the demonstration required by
paragraph (a)(2) of this section: Pro-
vided, That the Administrator may re-
quire resumption of contined testing if
he determines that the manufacturer
has not satisfied the requirements of
paragraphs (a) (1) and (2) of this sec-
tion.
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